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Thermostat RACK 1U
CODE:
NAME: 

INTENDED USE
     Panel of four fans with integrated digital thermostat in a RACK 19" enclosure with a 1U height. It is fitted with two power 
sockets - used for controlling fan units of the RAWP/RAWP-1 and RAW1/RAW2 type. It is fitted with a detachable 
temperature sensor with a 2m length and with a 230VAC detachable power cord with a 2m length.
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SPECIFICATIONS  

Power supply 230 VAC / 50Hz 
Current consumption 0,01A 
Current consumption 1W 
Power consumption two C13 sockets S10A @ 230 VAC/50Hz 

Fuse Fmain F1,5A/250V 
Mounting dimensions:  W=19”  , H=1U 
External dimensions:  W=482 , H=44  D=103  [mm, +/-2] 

Net/gross weight:    1,89/1,99 [kg] 

Materials:   
- steel sheet 1,2mm,  colour: RAL9004 
- two C13 sockets 
- temperature sensor 

                 Use:  inside 

Notes: 

 - four-point fixing to the front RACK rails   
 - 4 M6 screws + cage nuts + plastic washer included 
 - a separable 230VAC wire LZ =2m included 
 - a temperature sensor with a wire LT =2m included 
 - opportunity to work with ventilation panels RAWP, RAWP-1, RAW1, RAW2 
 - programmable temperature thresholds for switching on/off the ventilation: 40÷50º C  
 - digital temperature indicator  
 - power switch on the front panel  
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